CONSTRUCTION:
A. SHIELDED TWISTED PAIRS (4 PLCS)

CONDUCTOR: AWG 24(19/36) SPHSCA (2 PLCS)

(SILVER PLATED HIGH STRENGTH COPPER ALLOY)
INSULATION: STRIPPABLE ePTFE OVER PTFE (2 PLCS)

DIAMETER OVER INSULATION: (0.060)
COLORS: BUxWH, ORxWH, GNxWH, BNxWH
SHIELD: ALUMINIZED POLYIMIDE (AL OUT)
B. FILLER: FEP/ePTFE (0.060) DIAMETER
C. OVERALL BINDER: (0.003) WALL ePTFE
DRAIN: AWG 24(19/36) SPHSCA (1 PLC)
(SILVER PLATED HIGH STRENGTH COPPER ALLOY)

OVERALL SHIELD #1: VACUUM DEPOSITED ALUMINIZED POLYIMIDE
OVERALL SHIELD #2: AWG 36(1) SPC BRAID

OVERALL JACKET: (0.004) WALL ENGINEERED FLUOROPOLYMER
. MARKER TAPE: (0.125) WIDE
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ELECTRICAL REQUIREMENTS:
1. IMPEDANCE: 100 + 15 OHMS MEASURED DIFFERENTIALLY
2. TIME DELAY: (1.24) nSEC/FT.
3. CAPACITANCE: (12.5) pF/FT
4. ATTENUATION: (2.6) dB/100FT. @ 10 MHz

(8.4) dB/100FT @ 100 MHz
(11.9) dB/100FT @ 200 MHz

NOTES:

1. MARKING: BLACK PRINT CONTAINING THE FOLLOWING:
W-3260-2597

MEVIDIUND

REV

DESCRIPTION

DATE CHGDE

REDRAWN: "G™ & "H™ Chng'd

12 APR 2011

%

.
s

B

o)
R
o~
o
R
%
R
R
N,
R
3

(.310)

o’

NN
AR

=
';---.».3---:-":. o ) b
ORI S

2. OPERATING TEMPERATURE:

-55'C TO +200°C
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