Part Number: W-3510-26

Description: Ethernet Cable

Conductor: 24 AWG 19/36 Silver plated copper alloy -.02357

Insulation: Extruded FEP - .038" +/-.002"

Colors: 1. \Whiteblue stripe & blue 2. White/orange stripe & orange
3. Whitelgreen stripe & green 4. White/brown stripe & brown

Cable: Cable (4) pairs with spline

Binder: PTFE Tape Wrap - .220" Mominal

Shields: #1 - wrap of aluminum mylar tape facing out - .225” nom.
#2 - braided silver plated copper - 95% min. coverage

241" nominal

Jacket: Extruded FEP, Transulant Blue

Finished Diameter: 265" Nominal

Weight: 42.5 Ibs.imft.

Performanc e Characteristics

Operating Tem perature:

-535°C_ to 4+200°C

Cperating Voltage: 20ky
Capacitance: 14.5 pF it
"Velocity of propagation: 70% nominal

Mear end cross talk:

47.0 dB minimum & 10 MHz

Mear end cross talk

32.0 dB minimum @& 100 MHz

Diglectric Yoltage Rating: 15kVRMS
Flamm ablility: shall pass FAA 25 869725853
Aftenuation: 31 dBMO0OR nominal @ 10 MHz
8.0 dBA00f nominal @ 100 MHz
Impedance: 100 +/10% chms
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